
Cutting capacities

Product Number Packaging
Inch
mm Pliers Head Handles

Ø Inch
Ø mm

Ø Inch
Ø mm lbs

99 00 200 
 8

200 
black atramentized polished

5/64
1.8 

1/16
1.4 

0.51

99 00 220 8 3/4
220

3/32
2.4

1/16
1.6

0.69

99 00 220 K12 
 8 3/4

220   black atramentized polished 
 3/32

2.4 
1/16
1.6 

0.69

99 00 250 X 10
250

black atramentized polished

3/32
2.4

1/16
1.6

0.88

99 00 280 
 11

280 
7/64
2.8 

5/64
1.8 

1.00

99 00 300 12
300

1/8
3.1

5/64
1.8

1.12

99 01 200 X 8
200 

  black atramentized polished plastic coated 

5/64
1.8 

1/16
1.4 

0.55

99 01 220 X 8 3/4
220

3/32
2.4

1/16
1.6

0.74

99 01 250 X 10
250 

3/32
2.4 

1/16
1.6 

0.95

99 01 280 11
280

7/64
2.8

5/64
1.8

1.10

99 01 300 
 12

300 
1/8
3.1 

5/64
1.8 

1.21

Concreters' Nippers
(tower pincers, steel fixers' nippers)
DIN ISO 9242   

99
0

 >  to twist and cut wire in one operation: fast, reliable and economical
 >  precision and long service life make these the most widely purchased 
concreters´ nippers in the world

 >  induction hardened cutting edges, cutting edge hardness  
(approx. 61 HRC)

 >  high-grade special tool steel; forged, multi stage oil-hardened

99 00 220 K12
With 15/32" (12 mm) head, particularly suitable for tile paving work

99 00 200

   

99 00 280

   

99 00 300

   

99 00 220 K12

   

99 01 220

   

84




